NEW

PROPERTIES

WITH SIMPLE KEYWAY MOUNTING, ROBUST
STR| 11,000 - 250,000 Nm

MATERIAL

Hardened steel (nitrocarburized surface)

DESIGN

» Drive side: coupling hub with keyway
connection (spline profile on request)

» Driven side: Output flange with
attachment threads and reinforced

bearings.

> Safety elements: evenly spaced
around the circumference; externally

adjustable
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MODEL STR | SIZE 60-250
SIZE 60 100 160 250

Adjustment range 11-18 22-36 30-55 24-50 . 45-90 . 80-110 . 25-55 . 50-110 BD-165 . 100-170 . 160-250 .
waliatbe: from: = 19 KN IxST31 | 6xST31 | 9xST31 | 3xST71 | GxST71 | 9=ST71 | 3xST71 | 6xST71 | 9xST71 | BaST71 | 12sST71
Owerall length {mm) 380 - | “ 470 | 1 " 430 EII..'I'EI' |
Dutside diameter {rmm) | 459 592 648 740

Fit length (i) 220 275 282 361

Bore diameter possible @ to @ F7{mm) 80-200 100-250 130-290 200-340 |
Flange centering diameter H7 {mm) 200 350 450 508 |
Bolt circle diameter £0.3 {rmmi) 360 464 570 600

Flange outside diameter h7  {mm) 418 530 618 G620

Fastening threads {mm) 12xM20 12xM24 12xM24 12xM36

Thread depth 36 40 44 60

Fit length {(mm) 9 10 11 12

Wall thickmess {rmmi) 53.5 67.0 67.0 78.0

Distance {mm) 143 179 189 273

Distance {rmm) 202.5 255 265 349

Actuation path {rrm) 75 10 10 10

Mounting diameter - elements {mm) 376 490 532 630
“HIJIZI outside diameter {mm) 295 380 420 508

Bore for fastening screw {mm) max. @ 44 max. @ 44 max. @ 52 max. @ 52
gf::ﬂﬂ'f:;ﬁ:ﬂm{ﬂ: e 5925 20000 31830 61300

Speed max. {rpm) 3200 2200 2000 1800
ﬂg:’iﬂi;ﬁ‘:;;m“' (KN 100 130 200 240

L g 244 502 636 978

D max. + max. sgmnt kgl

* larger radial loads possible with special beanngs



